
IP68 rated medical and industrial mice
Optical detection

Silicone mouse with click scroll
USB plug with protection cap

Number of keys :
Scroll function: 
Switching cycles: 
Housing material: 
Housing color:
Interfaces: 
USB cable length:
Protection level:   

5
Click scroll
Approx. 2 mill. (per key)
Silicone
White & black
USB
1.8M
IP68 (acc. to IEC 60529-2013)

Optical detection, with 1,000 DPI 
0°C ~ +55°C
-10°C ~ +60°C
112 (L) x 71.6 (W) x 34.5 (H) mm
163+/-3 g
EN60601-1-2 Ed 4, FCC, CE,
EN61000-6-2
2 years 

Detections: 
Operating temperature: 
Storage temperature:
Dimensions: 
Weight:
Certification: 

Warranty:

https://gett-group.com/en/gett-service/cleaning-and-material-resistances
For further details please refer to below link:

CLEANING INSTRUCTION

IP68 MICE

MSI-U10090-OD (WHITE)
MSI-U20090-OD (BLACK)

primemouSE

SPECIAL FEATURES

SPECIFICATION

Cat. No. Product Description Color

Other detections, configurations and interfaces on request.

ORDER INFORMATION

MSI-U10090-OD
MSI-U20090-OD

, optical detection, IP68, USB 1.8m with waterproof cap
, optical detection, IP68, USB 1.8m with waterproof cap

White
Black

GETT Gerätetechnik GmbH
Mittlerer Ring 1
08233 Treuen
Germany

Tel:
E-Mail:
Internet:

+49 37468 660 0
info@gett-group.com
www.gett-group.com

GETT Asia Ltd.
Room 806-7, Kowloon Plaza
No. 485 Castle Peak Road
Kowloon, Hong Kong

Tel:
E-Mail:
Internet:

+852 3461 9789
info@gett-asia.com
www.gett-asia.com

键特精密组件制造（深圳）有限公司

Tel:
E-Mail:
Internet:

+86 755-2323 6360
info@gett-asia.com
www.gett-asia.com

广东省深圳市宝安区
福永街道白石厦社区淇誉路
富欣邦科技园2栋4层
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